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SCALE 1"=20'

40'20'

GROUND STABILIZATION
SITE AREA

DESCRIPTION
STABILIZATION

TIME FRAME
STABILIZATION

TIME EXCEPTIONS

· PERIMETER DIKES,
SWALES, DITCHES,
AND SLOPES

· HIGH QUALITY
WATER (HQW)
ZONES

· SLOPES STEEPER
THAN 3:1

· SLOPES 3:1 OR
FLATTER

· ALL OTHER AREA
WITH SLOPE
FLATTER THAN 4:1

7 DAYS NONE

7 DAYS NONE

7 DAYS
IF SLOPES ARE 10' OR LESS IN

LENGTH AND ARE NOT STEEPER
THAN 2:1 14 DAYS ARE ALLOWED

14 DAYS

14 DAYS

7-DAYS FOR SLOPES GREATER
THAN 50 FEET IN LENGTH

NONE (EXCEPT FOR PERIMETERS
AND HQW ZONES)

* "EXTENSIONS OF TIME MAY BE APPROVED BY THE PERMITTING AUTHORITY
BASED ON WEATHER OR OTHER SITE-SPECIFIC CONDITIONS THAT MAKE
COMPLIANCE IMPRACTICABLE." (SECTION II. B (2)(b))

SILT FENCE

EROSION CONTROL LEGEND

TEMPORARY CONSTRUCTION
ENTRANCE

PROPOSED CONTOUR

EXISTING CONTOUR800

800

  NOTE:  CONTRACTOR SHALL INSPECT AND REPAIR ALL EROSION
CONTROL DEVICES ONCE PER WEEK AND AFTER EVERY RAIN
EVENT.

DIVERSION DITCH

POROUS BAFFLE

SKIMMER

DRAINAGE AREA

LIMITS OF DISTURBANCE

CHECK DAM

PIPE/CULVERT INLET 

LIMITS OF DISTURBANCE = 0.75 ACRES

INLET PROTECTION

PROTECTION

X X
OHP

W
OHT

SAN

UGP
G

(T) - INDICATES POINTS SET BY TIMMONS GROUP

      - CALCULATED POINT UNLESS OTHERWISE
NOTED

SPRINKLER VALVE

HVAC - HEATING, VENTILATION AND
AIR CONDITIONING

GAS VALVE

FENCE

EDGE OF WOODS
PAINTED WATER LINE
PAINTED TELEPHONE LINE

GUY

CABLE TV PEDESTAL

CM - CONCRETE MONUMENT

IPS - IRON PIPE SET
IRF - IRON ROD FOUND
IPF - IRON PIPE FOUND

PT - CALCULATED POINT

TELEPHONE PEDESTAL

FIRE HYDRANT

LIGHT POLE

POWER POLE

ELECTRIC BOX

PG - PAGE
SF - SQUARE FEET

YI - YARD INLET
GI - GRATE INLET
CB - CATCH BASIN
NTS - NOT TO SCALE

R / W - RIGHT-OF-WAY

C / L - CENTERLINE
P / L - PROPERTY LINE

CI - CURB INLET

PB - PLAT BOOK
DB - DEED BOOK

EP - EDGE OF PAVING

HDPE - HIGH DENSITY POLYETHYLENE PIPE

SPRINKLER HEAD

SIGN

TBC - TOP BACK OF CURB

FLAG POLE

BRICK

GROUND LAMP

CONCRETE
STORM LINE
SANITARY LINE

OVERHEAD POWER LINE

VCP - VITRIFIED CLAY PIPE

C
A - CONTROLLED ACCESS

MH TELEPHONE

MH SANITARY SEWER
MH STORM SEWER
BOLLARD

SPRINKLER BOX

WATER VALVE

GAS METER

CLEAN OUT

WATER METER

ELECTRIC METER

WELL

MH WATER

YARD LIGHT

S

W

D

E
T

C
T

W

MH ELECTRIC

PAINTED POWER LINE
PAINTED GAS LINE

ROOF DRAIN

MH GREASEG

MAILBOX
TRAFFIC SIGNAL POLE

IN 2009

CMP - CORRUGATED METAL PIPE
CPP - CORRUGATED PLASTIC PIPE

RCP - REINFORCED CONCRETE PIPE

DIP - DUCTILE IRON PIPE

EXISTING CONDITIONS LEGEND

1. REMOVE/DEMOLISH/ABANDON AFTER EROSION CONTROL MEASURES ARE IN PLACE AND
APPROVAL OF THE CITY INSPECTOR. REFER TO EROSION CONTROL PLAN.

2. REMOVE SIDEWALK AND CURB AND GUTTER SECTIONS BY SAW CUTTING THE NEAREST
CONTROL JOINT AWAY FROM THE AREA DESIGNATED TO BE REMOVED ON THE DEMOLITION
PLAN.

3. SAW CUT EXISTING PAVEMENT AT ALL EDGES WHEN ABUTTING NEW PAVEMENT SECTIONS.

4. SUBSURFACE FEATURES ARE SHOWN IN APPROXIMATE LOCATION. CONTRACTOR IS
RESPONSIBLE FOR SUBSURFACE UTILITY EXPLORATION TO DETERMINE UTILITY LOCATIONS AND
DEPTHS.

5. CONTRACTOR SHALL VERIFY LOCATIONS AND SIZES OF ALL EXISTING FEATURES PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

6. CONTRACTOR SHALL LOCATE EXISTING UTILITIES PRIOR TO CONSTRUCTION.

7. CONTRACTOR SHALL REPAIR/REPLACE ANY EXISTING SIDEWALK, CURB AND GUTTER, AND/OR
ASPHALT TO REMAIN THAT HAS BEEN DAMAGED BY CONSTRUCTION ACTIVITY.

8. TERMINATE UNUSED EXISTING UTILITY SERVICES AT THE MAIN PER CITY OF WINSTON-SALEM
STANDARDS.

DEMOLITION NOTES

EROSION CONTROL NOTES
1. DO NOT WORK OR DISTURB LAND OUTSIDE LIMITS OF CONSTRUCTION.

2. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL COMPLY WITH CITY OF
WINSTON SALEM AND NCDEQ STANDARDS.

3. INSPECT EROSION AND SEDIMENT CONTROL MEASURES WEEKLY AND AFTER EACH
SIGNIFICANT RAINFALL.  MAINTAIN MEASURES AS NECESSARY.

4. GROUND COVER SHALL BE ESTABLISHED WITHIN 15 WORKING DAYS BUT NO MORE THAN
21 CALENDAR DAYS AFTER COMPLETION OF ANY PHASE OF GRADING.  PERMANENT
GROUND COVER SHALL BE ESTABLISHED WITHIN 15 WORKING DAYS OR NO MORE THAN
21 CALENDAR DAYS FOLLOWING COMPLETION OF CONSTRUCTION.

6.  KEEP MUD OFF STREETS DURING CONSTRUCTION.

7.  CONTRACTOR IS TO PREVENT SURFACE AND AIR MOVEMENT OF DUST FROM DISTURBED
SOIL SURFACES THAT MAY CAUSE OFF-SITE DAMAGE, HEALTH HAZARDS, AND/OR
TRAFFIC SAFETY PROBLEMS.

8. INSTALL ADDITIONAL EROSION CONTROL MEASURES (I.E. SILT FENCE, DIVERSIONS) AS
NECESSARY TO AVOID TRANSFER OF SEDIMENT FROM THE SITE.
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SCALE 1"=20'
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PROPOSED CONTOUR

EXISTING CONTOUR800

CATCH BASIN 

GRADING AND DRAINAGE LEGEND

STORM SEWER

EXISTING STORM SEWER

DRAINAGE MANHOLE

800

TC
349.00'

TOP OF CURB
ELEVATION

SG
349.00'

PROPOSED SPOT
ELEVATION

NOTE: ALL ADA ACCESSIBLE DOORS, PARKING
AREAS, AND WALKWAYS TO HAVE MAX 2%
CROSS SLOPE.

DRAINAGE SWALE

NO SCALE
DENOTES HEAVY DUTY CONCRETE PAVEMENT ON PLANS

HEAVY DUTY CONCRETE

TO 98% DENSITY)
SUBGRADE (COMPACTED 

(4,000 PSI) NOTE: MAXIMUM JOINT SPACING 14 FT

6" ABC STONE 

7" AIR-ENTRAINED CONCRETE 

NO SCALE
DENOTES HEAVY DUTY CONCRETE PAVEMENT ON PLANS

GRAVEL DRIVE

TO 98% DENSITY)
SUBGRADE (COMPACTED 

8" ABC STONE 
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