




 
 

MEMORANDUM 

 

 

TO: Town Council 

FROM: Sandra Smith, Asst. Town Manager/Town Clerk 

DATE: March 24, 2023 

RE: Town Records 

 

 

Council, 

The repository for the Town of Oak Ridge’s records is town hall. Retention of many of the 
documents stored here is no longer required, resulting in boxes of records with little or no 
reference value. 

General Statute and the 2019 Local Government Agencies General Records and Disposition 
Schedule, which has been adopted by Council, dictates how long documents must be retained. 
Before documents can be destroyed, the action must be approved by the Town Council.  

If destruction of certain records is approved, staff will contract with a company that will provide 
secure transportation and a Certificate of Destruction verifying the secure disposal. 

 

Recommended actions:   

Approve the destruction of records listed on the attached Destruction Log.  





 

RESOLUTION R-2023-06 

A RESOLUTION CONSENTING TO THE ADDITION OF  
CATANIA PLACE (0.06 MILES), SICILY STREET (0.27 MILES),  

PALERMO TRAIL (0.29 MILES), AND SAN MARINO COURT (0.18 MILES),  
WHOLLY WITHIN THE CORORATE LIMITS OF  

THE TOWN OF OAK RIDGE, NORTH CAROLINA,  
TO THE N.C. STATE MAINTENANCE SYSTEM 

 
 WHEREAS, the property owners on the roads in Guilford County known as CATANIA 
PLACE, SICILY STREET, PALERMO TRAIL, AND SAN MARINO COURT have petitioned the North 
Carolina Department of Transportation to accept for state maintenance said roads as defined on the 
Bellagio at Oak Ridge subdivision plat, Final Plat as recorded on the 6th day of June, 2021, in 
Book 206, Page 91, Guilford County Registry, North Carolina; and  
 
 WHEREAS, the North Carolina Department of Transportation has declared through its 
Secondary Road Addition Investigation Report dated September 8, 2022, that said road meets the 
minimum requirement for the addition of CATANIA PLACE, SICILY STREET, PALERMO TRAIL, AND 
SAN MARINO COURT into the State Maintenance System; and  
 
 WHEREAS, the District Engineer of the North Carolina Department of Transportation does 
recommend the addition to the Secondary Road System of the State of North Carolina. 
 
 NOW, THEREFORE, BE IT RESOLVED, that the Town Council on behalf of the Town of Oak 
Ridge, North Carolina, does hereby, after due consideration and deliberation and without any 
objection being heard, concur and consent to the addition of as CATANIA PLACE, SICILY STREET, 
PALERMO TRAIL, AND SAN MARINO COURT to the N.C. State Maintenance System to the same 
degree and measure to which the property owners have petitioned said Department of 
Transportation of the State of North Carolina; and to the same degree and measure to which the 
said Department of Transportation does now recommend acceptance into the said N.C. State 
Maintenance System.  
 
 Adopted this 30th day of March, 2023. 

        ____________________________________________ 
        Ann K. Schneider 

Mayor  
 
ATTEST: 
 
 
__________________________________________________ 
Sandra B. Smith, CMC, NCCMC 
Asst. Town Manager/Town Clerk 
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CP-01 - Iron Rod with Cap Set
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PIN 7808416708

Town of Oak Ridge

D.B. 8580 Pg.2875

See Survey Plat for

Frank O. Whitaker, Jr.

P.B. 0145  Pg. 076

PIN 7808521450

Town of Oak Ridge

D.B. 5911 Pg.1359

Zoned: PI

-3-

See Survey Plat for

Town of Oak Ridge

P.B. 0150  Pg. 044

PIN 7808526374

Mustang Fitness LLC

D.B. 7880 Pg.2838

-4-

See Survey Plat for

Town of Oak Ridge

P.B. 0150  Pg. 044
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(TYP. OF 2)

20' ASPHALT DRIVE (SEE DTL. 9/C-3.01)

20' MANUAL SLIDE GATE (TYP. OF 2)

SEE DTL. 5/C-3.02

ELECTRICAL CONDUIT (TO BE RELOCATED
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GRAVEL CABLE YARD

250,000 GALLON

SPHEROID WATER TANK

(SEE C-2.01 FOR DETAILS)
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BURIED THRUST

BLOCKING

PIPE SUPPORT

12"-90°BASE

ELBOW

12" INLET/OUTLET PIPE

BRASS BALL VALVE (TYP.)

PRESSURE GAUGES (TYP.)

ADJUSTABLE PIPE

SUPPORT

(TYP. OF 4)

12" DIA. D.I. PIPE

(FL x PE)

12"-90°BEND

(MJ WITH RESTRAINT)

TOP OF FOUNDATION

EL. 965.5'

TANK WALL

6" THICK CONC. FLOOR

(6x6 W2.9xW2.9 WWF)

8" MIN. COMPACTED STONE, TYP.

SUBGRADE COMPACTED

PER SPECIFICATIONS

3" NON-FREEZING WATER

DRAIN VALVE AND DRAIN

LINE (TO BE INSTALLED

PER MANUFACTURERS

SPECIFICATIONS)

60" O ACCESS

TUBE

8" O OVERFLOW

PIPE

7.

8.

DIAMETER OF SUPPORT BELL AND DIMENSIONS OF

FOUNDATION SHALL BE DETERMINED BY THE TANK

CONTRACTOR BASED UPON THE SIZE OF TANK, THE

SOIL BEARING SPECIFIED, AND THE RECOMMENDATIONS

IN THE SOIL REPORT.

OPENING IN RINGWALL SHALL PROVIDE CLEARANCE

FOR FLANGED PIPE.  OPENING SHALL BE A NOMINAL

ONE INCH LARGER THAN FLANGE DIAMETER.  DO NOT

GROUT OR CAULK AROUND PIPE.

FOUNDATION DESIGN WILL BE THE RESPONSIBILITY

OF TANK CONTRACTOR.

PEDESTAL AND FOOTING AND/OR FOUNDATION

DIMENSIONS AND CONCRETE REINFORCEMENT SHALL

BE DETERMINED BY TANK CONTRACTOR.

CONSTRUCTION JOINTS SHALL BE ROUGHENED ACROSS

ENTIRE FACE WITH 1/4" MINIMUM DEPTH INDENTATIONS.

THE TOP OF RINGWALL SHALL BE LEVEL WITHIN  
1/8

"

IN 30' WITH A MAXIMUM DIFFERENTIAL OF  1/4" BETWEEN

ANY TWO POINTS OF THE CIRCUMFERENCE.

PROVIDE HEAT TAPE ON PIPE EXTENSION FOR HOSE BIBS

AND PRESSURE GAUGES.  PROVIDE No. OF WRAPS AS

RECOMMENDED BY HEAT TAPE MANUFACTURER.

ALL VENTS AND DRAINS SHALL HAVE NON-FERROUS

SCREENS. SEE SPECIFICATIONS FOR REQUIREMENTS.

1.

2.

3.

4.

5.

6.

TANK NOTES

SLOPE FLOOR TO DRAIN, TYP.

NOTES:

1.
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COORDINATE LOCATION OF TEE/BEND

WITH DISCHARGE LOCATION OF OUTLET

PIPE.

FLOOR DRAINS TO BE 4 INCH J.R. SMITH

MODEL #2005 W/ REINFORCED STRAINER

OR EQUAL.

TANK CONTRACTOR MAY RECONFIGURE

MECHANICAL EQUIPMENT INSIDE SUPPORT

BELL WITH APPROVAL FROM ENGINEER.

EQUIPMENT MUST BE ACCESSIBLE FROM

GROUND.
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DRAIN

8" D.I. DRAIN PIPE

12"-90°BEND

12"x12" TEE

(TYP. OF 3)

12"-90°BEND

12" GATE VALVE

(OS&Y, TYP. OF 3)

12" ALTITUDE VALVE

(SINGLE ACTING)

12" INLET / OUTLET

PIPE
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WALL
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ANALYZER

8" GATE VALVE
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12"x8" REDUCER

FIN. GRADE

EL. 965.0

TANK SIZE (VOLUME

IN GALLONS)
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123.75

HEIGHT TO LOW

WATER LEVEL

IN FEET

HEAD RANGE
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DISTANCE FROM LOW

WATER LEVEL TO TANK

INLET IN FEET

DISTANCE FROM TANK

INLET TO OVER FLOW
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VENTILATION HATCH

HANDRAIL W/ ANTENNA

MOUNTING CAPABILITY
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RELIEF VENT

12" DUAL DISC WAFER

STYLE CHECK VALVE
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(SEE SPECIFICATION FOR

REQUIREMENTS)

SPHEROID SHAPED TANK,

SEE SPECIFICATIONS FOR

REQUIREMENTS

60" DIA. ACCESS TUBE

INSIDE ACCESS

TUBE LADDER

TANK OUTLET

(SEE DETAIL THIS SHEET)

24" DIA. TANK MANHOLE

TOP PLATFORM

W/ 30" DIA. MANWAY

8" D.I. OVERFLOW

DRAIN PIPE

CONDENSATE CEILING

W/ DRAIN
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BELL DOOR

INSIDE TANK
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SHAFT DOOR
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PIPE

MANWAY
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FINISHED GRADE
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SUPPORT
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RINGWALL OPENING

(SEE NOTE #2)
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PIPE
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WAFER STYLE

CHECK VALVE
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L

DISMANTLING

JOINT (FLANGED

COUPLING

ADAPTER)

HOSE BIBB

(TYP.)

12"-90°BEND

CENTER RISER PIER AND

FOUNDATION REINFORCING

TO BE DESIGNED BY TANK

CONTRACTOR'S ENGINEER.

4" D.I.

DRAIN

THRUST BLOCK

NEW 12" D.I.  TO

WATER MAIN
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(SEE SITE PLAN,
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NOTES:

1. PROVIDE VERTICAL EXTENSION AS NEEDED TO SUIT PROPOSED GRADE.

2. EXACT LOCATION OF FIRE HYDRANT SHALL BE DETERMINED BY OWNER.

3. CONTRACTOR MAY USE R.J. FITTINGS IN LIEU OF THREADED RODS, AS

APPROVED BY ENGINEER.

4. THRUST BLOCKING SHALL BE IN ACCORDANCE WITH STANDARD DETAIL.

*MINIMUM COVER BENEATH DITCH MAY BE REDUCED TO 2'-6" IF DIP IS

USED

CONCRETE PAD OR COLLAR

(SEE VALVE BOX DETAIL)

FIRE HYDRANT

PUMPER NOZZLE

TO BE PER-

PENDICULAR TO

STREET

PROVIDE 1 CY

OF #57 WASHED

STONE AROUND

WEEP HOLES

SLOPE TOP OF

CONC.TO PROVIDE

DRAINAGE FROM

HYD. DRAIN

2-3/4"  THREADED

RODS (ONE ON

EACH SIDE)

18"x18"x3"

CONCRETE PAD

6" D.I.

PIPE

HYDRANT TEE

6" GATE VALVE

VALVE BOX
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FIRE HYDRANT ASSEMBLY
NOT TO SCALE

SQ. FT. BEARING AREA

90°

EQUAL

45° MAX.

L

NOTE:

PROVIDE 4 MIL POLYETHYLENE

AROUND PIPE TO PREVENT

CONCRETE FROM BONDING TO PIPE

FINISHED GRADE

A

A

MIN. BEARING AREA OF UNDISTURBED

EARTH REQUIRED TO HOLD LINE IN

PLACE FOR FITTING AS LISTED IN

CHART

C

90° BEND

D.E. OR TEE

45° OR LESS
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5 7
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8

10 16
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16"12"8" 6"4"FITTING

EXCAVATE AS NEARLY VERTICAL AS POSSIBLE
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THRUST BLOCK FOR HORIZONTAL PIPE BENDS
NOT TO SCALE

SECTION A-A

CONCRETE THRUST BLOCK

CONCRETE TO BE POURED

AGAINST FIRM UNDISTURBED

EARTH 2000 PSI CONCRETE

PIPE &

CONCRETE
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1'-6"

MIN.

4"

MIN.

1'-6" GREATER THAN

OUTSIDE DIAMETER OF
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1. ENTRANCE APPLICABLE AT ALL POINTS OF INGRESS AND EGRESS UNTIL SITE IS STABILIZED.
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NOTES:

1. ACTUAL LAYOUT TO BE DETERMINED IN THE FIELD.

2. A CONCRETE WASHOUT SIGN SHALL BE INSTALLED

  WITHIN 30' OF THE TEMPORARY CONCRETE WASHOUT

  FACILITY.

3. MATERIALS USED TO CONSTRUCT TEMPORARY CONCRETE

  WASHOUT FACILITIES SHALL BE REMOVED FROM THE SITE

  OF THE WORK AND DISPOSED OF OR RECYCLED.

4. HOLES, DEPRESSIONS OR OTHER GROUND DISTURBANCE 

  CAUSED BY THE REMOVAL OF THE TEMPORARY CONCRETE
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  STABILIZED TO PREVENT EROSION.
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    UNLESS THERE IS NO OTHER PRACTICAL ALTERNATIVE.
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	Objectives: The Town proposes to use this $75,000 grant toward the renovation of the historic Redmon House, located at the Oak Ridge Town Park, into the Farmhouse Community Center.  
	Expected Results: When completed the community center renovation will provide an indoor meeting and event rental space at Oak Ridge Town Park, and will effectuate an adaptive reuse of a contributing structure in the Oak Ridge Historic District.
	Performance Measures: Construction contract executed: April 15, 2023.
Renovation and construction completed:  February 15, 2024.
Community Center in service:  March 1, 2024.
	Organization: Town of Oak Ridge
	Grant ID: 
	b Name of SubrecipientRow1: 
	c Program NameRow1: 
	d Amount to SubrecipientRow1: 
	b Name of SubrecipientRow2: 
	c Program NameRow2: 
	d Amount to SubrecipientRow2: 
	b Name of SubrecipientRow3: 
	c Program NameRow3: 
	d Amount to SubrecipientRow3: 
	Start Date: 4/1/2023
	Printed Name: Bill Bruce
	Title: Town Manager
	Date: 
	Signature1_es_:signer:signature: 
	Budget: Total contracted project construction cost is $630,000.  OSBM Grant will provide a portion of this cost.
	End Date: 6/30/2024
	Amount: 
	Amount1: $75,000
	Amount2: 
	Amount3: 
	Amount4: 
	Total: $75,000
	Check Box3: Off
	Check Box4: Yes


