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EXISTING ASPHALT WALK TO REMAIN
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EXISTING SIDEWALK TO REMAIN
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REMOVE TREE AND STUMP
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LAYOUT NOTES

NEW CONCRETE PAVING, SEE SHEET L-501

NOT USED

NEW HANDRAIL, SEE SHEET L-501

NEW PATHWAY LIGHT WITH GFCI OUTLET

NEW PATHWAY LIGHT

NEW BENCH, PHASE 2, NIC, NOT SHOWN FOR CLARITY

NEW WHEELSTOP, SEE SHEET L-501

CONCRETE RAMP WITH RAIL

NEW ASPHALT ENTRANCE, SEE SHEET L-501

NEW ASPHALT PAVING, SEE SHEET L-501

NEW SCHEDULE 40 CONDUIT FOR FUTURE ELECTRICAL WORK FOR SIGN ONLY

EXPOSED AGGREGATE CONCRETE PAVING

4" WHITE PARKING STRIPE

ADA PARKING STRIPING, SEE SHEET L-501
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GENERAL SITE LAYOUT NOTES:

1. FOR SIDEWALK LAYOUT, AN ELECTRONIC AUTOCAD DRAWING FILE WILL BE MADE AVAILABLE FOR CONSTRUCTION STAKEOUT ON REQUEST.

2. LOCATE SCORE JOINTS EVERY 5' UNLESS OTHERWISE SHOWN.

3. LOCATE EXPANSION JOINTS EVERY 30' UNLESS OTHERWISE SHOWN.

4. FOR PLANTING SEE L-301.

5. SEE ALL DISTURBED AREAS UNLESS OTHERWISE INDICATED.

6. THE CONTRACTOR SHALL BECOME FAMILIAR WITH THE EXISTING SITE CONDITIONS PRIOR TO COMMENCING ANY WORK.  INSPECT EXISTING
SITE CONDITIONS AFFECTING WORK FOR COMPLIANCE WITH THE CONTRACT DOCUMENTS.  PRIOR TO COMMENCING LANDSCAPE WORK,
ADVISE THE PROJECT ENGINEER OF ANY INCONSISTENCIES WITH SAID CONDITIONS FOR RESOLUTION.

7. CONTRACTOR TO CONDUCT PRE-CONSTRUCTION MEETING TO REVIEW SCOPE OF WORK WITH OWNER AND ENGINEER.

8. MINIMIZE DISTURBANCE OUTSIDE  LIMITS OF WORK.  DAMAGED WORK SHALL BE REPLACED OR REPAIRED BY THE CONTRACTOR, TO A LIKE
NEW CONDITION,  AT NO ADDITIONAL COST TO THE OWNER.

9. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE LOCATION AND DEPTH OF ALL EXISTING UNDERGROUND UTILITIES (PUBLIC AND
PRIVATE) PRIOR TO BEGINNING CONSTRUCTION.

10. CONTRACTOR SHALL PROVIDE PROTECTION FOR NEWLY INSTALLED WORK AND FINISHES.

11. THE LIMITS OF WORK DESCRIBED IN THE DRAWINGS ARE APPROXIMATE.  WORK REQUIRED OUTSIDE THESE LIMITS WHICH IS NEEDED TO
MEET THE INTENT OF THE DRAWING IS THE RESPONSIBILITY OF THE CONTRACTOR. ANY MISCELLANEOUS ITEMS OR MATERIALS NOT
SPECIFICALLY NOTED, BUT REQUIRED FOR THE PROPER EXECUTION, INSTALLATION, OR PERFORMANCE OF THE WORK, SHALL BE PROVIDED
BY THE CONTRACTOR.

12. SEALED EXPANSION JOINTS SHALL BE INSTALLED WHERE NEW CONCRETE PAVING MEETS EXISTING PAVING, BUILDING WALL, SITE WALLS,
CONCRETE, AND WHERE NOTED ON PLAN.

13. ALL CONNECTIONS TO EXISTING WORK SHALL BE SMOOTH AND CONTINUOUS, AND MAINTAIN POSITIVE DRAINAGE. CONTRACTOR TO VERIFY
ELEVATIONS WITHIN PROJECT SCOPE. CONTRACTOR TO ENSURE POSITIVE DRAINAGE AWAY FROM BUILDING IN ALL DISTURBED AREAS.

14. ALL JOINTS ARE TO BE TOOLED.

15. JOINTS IN SIDEWALKS SHALL BE LOCATED AT CRITICAL POINTS AND SPACED EVENLY BETWEEN THOSE CRITICAL POINTS AS SHOWN ON THE
PLAN.

16. ALL CONCRETE IS STANDARD GRAY WITH A MEDIUM BROOM FINISH, UNLESS OTHERWISE NOTED.

17. ALL ELECTRICAL, WITH EXCEPTION OF SIGN, TO BE INCLUDED IN BASE BID.
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PLANTING
PLAN

QTY ID SCIENTIFIC NAME COMMON NAME SIZE SPACING NOTES

 TREES
7 Qs  Quercus shumardii  Shumard Oak 1.5-2" cal. as shown
3 Cv Chionanthus virginicus White Fringe Tree multistem as shown
4 Ms  Magnolia soulangeana  Saucer magnolia 1.5-2" cal. as shown

 SHRUBS
28 Ag Abelia grandifolia Glossy Abelia #5 as shown
4 Cf Calycanthus floridus Carolina Allspice #3 as shown
6 DxKO Diervilla 'Kodiak Orange' Kodiak Orange Diervilla #3 as shown
6 HaA  Hydrangea arborescens 'Annabelle'  Annabelle Hydrangea #3 as shown
24 IgS  Ilex glabra 'Shamrock'  Inkberry Holly #3 as shown
13 IvLGO  Ilex verticillata 'Little Goblin Orange'  Berry Poppins Winterberry Holly #3 as shown
2 LvLGG  Ilex verticillata 'Little Goblin Guy'  Mister Poppins Winterberry Holly #3 as shown pollinator

34 PlS Prunus laurocerasus 'Schipkaensis' Schip Laurel
4 VcLD Viburnum cassinoides 'Lil Ditty'  Witherod Viburnum #3 as shown

 PERENNIALS
45 AmSS Achillea millefolium 'Sassy Summer Sunset' Sassy Summer Sunset Yarrow #1 24" o.c.
92 EkKM  Echinacea purpurea 'Kim's Mop Head'  Kim's Mop Head Coneflower #1 12" o.c.
46 HxTL Helleborus hybrid 'Wedding Party True Love' Wedding Party True Love Helleborus #3 as shown
400 NAH  Narcissus 'Altun Ha'  Altun Ha Daffodil bulb 8" o.c.
252 Ps Phlox stolinifera Creeping Phlox #1 12" o.c.

 GRASSES
21 PV  Panicum virgatum 'Cheyenne Sky'  Cheyenne Sky Switchgrass #1 18" o.c.

PLANT SCHEDULE - PHASE 2 NIC
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